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§75.1434 Retirement criteria.

Unless damage or deterioration is re-
moved by cutoff, wire ropes shall be re-
moved from service when any of the
following conditions occurs:

(a) The number of broken wires with-
in a rope lay length, excluding filler
wires, exceeds either—

(1) Five percent of the total number
of wires; or

(2) Fifteen percent of the total num-
ber of wires within any strand;

(b) On a regular lay rope, more than
one broken wire in the valley between
strands in one rope lay length;

(c) A loss of more than one-third of
the original diameter of the outer
wires;

(d) Rope deterioriation from corro-
sion;

(e) Distortion of the rope structure;

(f) Heat damage from any source;

(g) Diameter reduction due to wear
that exceeds six percent of the baseline
diameter measurement; or

(h) Loss of more than ten percent of
rope strength as determined by non-
destructive testing.

§75.1435 Load end attachments.

(a) Wire rope shall be attached to the
load by a method that develops at least
80 percent of the nominal strength of
the rope.

(b) Except for terminations where use
of other materials is a design feature,
zinc (spelter) shall be used for
socketing wire ropes. Design feature
means either the manufacturer’s origi-
nal design or a design approved by a
registered professional engineer.

(c) Load end attachment methods
using splices are prohibited.

§75.1436 Drum end attachment.

(a) For drum end attachment, wire
rope shall be attached—

(1) Securely by clips after making
one full turn around the drum spoke;

(2) Securely by clips after making
one full turn around the shaft, if the
drum is fixed to the shaft; or

(3) By properly assembled anchor
bolts, clamps, or wedges, provided that

§75.1500

the attachment is a design feature of
the hoist drum. Design feature means
either the manufacturer’s original de-
sign or a design approved by a reg-
istered professional engineer.

(b) A minimum of three full turns of
wire rope shall be on the drum when
the rope is extended to its maximum
working length.

§75.1437 End
nation.

attachment retermi-

Damaged or deteriorated wire rope
shall be removed by cutoff and the rope
reterminated where there is—

(a) More than one broken wire at an
attachment;

(b) Improper installation of an at-
tachment;

(c) Slippage at an attachment; or

(d) Evidence of deterioration from
corrosion at an attachment.

§75.1438 End attachment replacement.

Wire rope attachments shall be re-
placed when cracked, deformed, or ex-
cessively worn.

Subpart P—Emergency Shelters
§75.1500 Emergency shelters.

[STATUTORY PROVISIONS]

The Secretary or an authorized rep-
resentative of the Secretary may pre-
scribe in any coal mine that rescue
chambers, properly sealed and venti-
lated, be erected at suitable locations
in the mine to which persons may go in
case of an emergency for protection
against hazards. Such chambers shall
be properly equipped with first aid ma-
terials, an adequate supply of air and
self-contained breathing equipment, an
independent communication system to
the surface, and proper accommoda-
tions for the persons while awaiting
rescue, and such other equipment as
the Secretary may require. A plan for
the erection, maintenance, and revi-
sions of such chambers and the train-
ing of the miners in their proper use
shall be submitted by the operator to
the Secretary for his approval.
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